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Arctic Tern 
North American Door 

Installation Guide 

Thank you for purchasing an Arctic Tern North American Door from  
Tern Overland! We hope you have a great experience installing and 

enjoying the North American Door for years to come.  Here are 
some tips and guidance. Please review before installing.   

Specs: 
 Door size: 1822mm x 622mm 

 Overall Size: 1864mm x 676mm 

 Cut out size: 1825mm x 626mm x R=90mm 

 Fly Screen size:  

 Weight: 20kg/44.2lbs 

 For wall thickness 30-36mm, 37-41mm, 42-
45mm, 46 - 52mm 

 Aluminum Frame 

 Door build up: Powder coated exterior and inte-
rior surfaces, insulation, tempered glass fixed 
window with aluminum security mesh.  

 Aluminum alloy screen door with heavy duty 
aluminum mesh bottom section.  

 American made Trimark paddle latch. 

General Information:  The door is held in the wall with 
a combination of screws and high strength polyurethane ad-
hesive. Recommended is Silaprene® Solid Bond™, distrib-
uted by Tern Overland. The screws go through the door jamb 
and into the wall.  The interior trim rubber supplied with the 
door will not work properly with walls much over 52mm, so 
custom trim might need to be fabricated. 
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Step 2: Re-install the door into the frame and test the fit.  Locate 
the holes for four screws, one at each corner and drill the door jamb 
for these screws. The screws go through the door frame laterally 
into the wall.  Drill pilot holes into the wall as well. Use four of the 
screws provided to secure the door in the wall.  Check the fit and 
function of the door, and adjust as needed to get a good fit and easy 
operation of the door and screen.  Drill and pilot drill all of the re-
maining holes.  These holes are not pre-drilled so the customer can 
determine the best location for them.  There should be a screw ap-
proximately every 12 inches.   

Step 3:  If a gap over 1/16th inch exists between the cut hole and 
the door jamb, shims may be added to take up the space.  When the 
mounting screws are tightened, they should not deform the door 
jamb.  

Step 1: Mark and cut the door hole.  It is best to create a template 
first and match it to the door.  The hole should be close to the size 
of the door and should not exceed the door size by more than 3mm.  
Cut the hole using a suitable saw for your wall material.  Note: 
Foam core walls will require some framing to accept the screws.  
An alternate method is to glue wooden dowels into the foam where 
the screws will be coming in.  

Step 4:  Glue the door into place.  Remove the four screws and 
carefully remove the door assembly.  Clean all the glue surfaces 
with alcohol.  Apply a generous bead of adhesive to the door 
flange.  Allow enough adhesive for a good squeeze out.  Set the 
door into the wall and push it in to achieve between .020” and .050” 
glue thickness under the flange.  Tighten the door screws to hold 
this position.  Close the door and triple check that the spacing be-
tween the door and the frame is even.  Leave the door closed.  Do 
not disturb until the adhesive has cured.  

Step 5: Final details.  Install the interior rubber door trim.  Install 
the door clips near the handle where additional structure is built 
into the door to support the clips (about 3mm above the handle in 
this location) or near the bottom of the door.  The male side of the 
clip goes on the door.  Locate the female portion carefully onto the 
wall so that the two align correctly.  Use the stainless steel screws 
provided to secure these parts.  
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